
!CRITERIA IEOR USE Of PORCH & DECK SAMPLE PLANS (2003 IRe) 
LIMITATIONS AN/) IIDDmQNAk REQUIREMENTS . 
1. flECTANGULAI< 01< I<OUND POST & PIEI< FOOTINGS 5. SPECIFY SIZE OF ALL smUCTURAL MEMBERS PAGE 1 OF 3 
2.10 FOOT WIDE OR LESS 6. INCLUDE A DIMENSIONED POST/PIER LAYOUT. 
3. 20 FOOT LONG OR LESS 7. PORCHES ATTACHED TO MANUFACTURED.HOMES MUST BE SELF -SUPPORTING 
4. WILL BE ACTUALLY BUILT PER SPECS. 8. INCLUDE A FLOOR PLAN DEPICTING PORCH. ADJACENT ROOM & WALL 
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C~IT!ERIA fOR USE Of PORCH & DECK SAMPLE PLANS (2003 IRC) 
FOOTINGS REQUIRED TO BE A MINIMUM 12" INTO UNDISTURBED SOIL 

r-
POST -"OST 

/ Vi" STAND- OFF BASE / v='~ STAND- OFF BASE 

1-3 112" CONC., MIN. U ~~:i ;1/3 112" CONC., MIN. ~Z 
/ "- ;:!; _V/ .'JL GRADE ' y '\., u ~ -, l' 'l Vi GRADE 

NATURAL ORL 18" '~. OF RYE 
NATURAL OR J 18" N. OF RYE 

12" S. OF RYE 12" S. OF RYE COMPACTED FILL 
~. COMPACTED FILL v--· 

(2) 1/2" REBAR ~ (2) 1/2 " REBAR ~ -->l, 
HORIZONTAL 

Jo~ 
EACH 

J-I ~ CONTINIOUS WAY 
"WIDE "SQUARE 

(12" WIDE MIN) (12" SQ. MIN.) 

CONTINUOUS MONOLITHIC fOOTING "A" MONOLITHIC POST FOOTING "B" 

STRAP FOR BEAM 
OR EQUIVALENT 

,POST 
P.T. PLATE ----->;. 

(1) 1I2"REBAR VERT .. MIN.~ 
c=- 18" MIN. TO JOIST D k 1" STAND- OFF BASE 12" TO BEAM '. ~~. I I - ,z 

<OS; ~ 
CMU PIER -LW VI GRADE . VI VI GRADE 

GROUTED SOILD r-:- , 
18" ~ . OF RYE 18" N. OF RYE 

"l<- 12" S. OF RYE 12" 5. OF RYE 
a:, 

,/ -.." 

--4 (2) 1/ 2" REBAR ~V--: >I,,- -4 
EACH 

(2) 1/ 2" REBAR 

J~lQuJJ WAY 
~ ~~ EACH 

WAY 
"SQUARE 

(12" SQ. MIN.) MINIMUM 3" CLEARANCE 
(12" SQ. MIN.) BETWEEN R BAR AND 

BOTTOM I SIt ES OF FOOTING 

CMU BLOCK PIER "c" POST FOOTING "D" 0 8/30/07 

PAGE 2 OF 3 



J 
! 

I 

DECK & STAIRS DETAIL (IRe 2003) PAGE 3 OF 3 
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Width 
Trecds 

36" Minimum 
10" Minimum 

Risers 8" Maximum 

The greatest riser height within any flight of stairs 
shall not exceed smallest by more than 3/8" 
Open risers are permitted provided a 4" sphere can
not pass through the opening between treads 
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DECK GUARDRAIL AT 36" MIN. HEIGHT 
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ABOVE GRADE. A 4 3/8" SPHERE 
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R311.5.6.3 Handrail grip size. 
All required handrails shall be of one of the following types or provide equivalent 
graspability. 

1. Type I. Handrails with a circular cross section shall have an outside diameter of at 
least 1);, inches (32 mm) and not greater than 2 inches (51 mm). If the handrail is 
not circular it shall have a perimeter dimension of at least 4 inches (102 mm) and 
not greater than 6);, inches (160 mm) with a maximum cross section of dimension 
of 2);, inches (57 mm). 

2. Type II. Handrails with a perimeter greater than 6);, inches (160 mm) shall provide 
a graspable finger recess area on both sides of the profile. The finger recess shall 
begin within a distance of % inch (19 mm) measured vertically from the tallest 
portion of the profile and achieve a depth of at least 5/16 inch (8 mm) within 7/8 inch 
(22 mm) below the widest portion of the profile. This required depth shall continue 
for at least 3/8 inch (10 mm) to a level that is not less than 1% inches (45 mm) 
below the tallest portion of the profile. The minimum width of the handrail above 
the recess shall be 111. inches (32 mm) to a maximum of 2% inches (70 mm). 
Edges shall have a minimum radius of 0.01 inches (0.25 mm). 


